
QUICK GUIDE TO USING 
ELECTRIC NAIL FILES  
AND TOOLS
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GETTING STARTED

INTRODUCTION

HOLDING THE HANDPIECE
For almost all applications hold the handpiece as you would a pencil 
but keeping the shaft of the tool horizontal. Manipulate the finger nail  
to present the correct angle to the tool.

(Occasionally you may change from this position, for instance when 
cutting a smile line or when performing a pedicure.

BALANCE FINGER
When using your file ALWAYS rest your little finger of the hand holding the 
handpiece against your other hand. This acts as a steadier for controlling 
the action of the file and allows far greater control of the pressure applied 
to the drill tool.

Electric Files, commonly called e-files, make the perfect salon-style manicure or pedicure easy to achieve and keep your feet and hands in perfect 
condition.

With a wide range of profiling, shaping and polishing tools your e-file has many uses including nail shortening, quickly buffing nails, preparing natural nails 
for extensions, removing gel nail enhancements, removing hard skin from feet and performing professional infills. In fact e-files can be used for most of the 
procedures you would use a hand file for.

PLEASE NOTE: This guide shows specifically how and when to use your e-file instead of other tools such as hand files or buffers. As such this guide is 
intended to be used in conjunction with the instructions for the other processes you may be following.

As with most new skills electric filing takes time to master and it is vital to know what you are doing to prevent damaging the nail plate. So, be patient, and 
allow yourself time to learn and develop your technique. There are many ways in which to practice techniques from buying ‘practice hands’ from beauty 
supply companies to sticking false tips onto dowel rods. Whichever way you choose make sure you practice all speeds and different tools so you are 
completely confident with your technique before working on real nails.
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TOOLS
Your file is supplied with a selection of tools. Many tools are interchangeable 
and the use of them is, in part, down to personal preference. 

Always check the tools you are using are not damaged or bent. If the 
tools wobble or vibrate during use they may be bent. this can damage 
the nail and, if extreme, can damage the machine.

Most tools are available in coarse, medium or fine grades - for almost all 
applications only medium and fine grades of tools are used.

Acrylic nails are the hardest and can withstand all tool styles. UV gel nails 
are too soft for use with carbide tools, these respond best to the diamond 
tools. 

KNOW YOUR E-FILE TOOLS

DIAMOND TOOLS
Suitable for use on:

Natural nails

UV gel nails

Acrylic nails

Resin wrapped nails (silk or fibreglass)

Made of diamond fragments adhered to a metal barrel, these are available 
in fine, medium and course grade. The ones supplied with your e-file are 
medium and are the most versatile of all your electric file tools.

DIAMOND FOOTBALLDIAMOND BARREL DIAMOND CONE

ANGLING THE NAILS AND TOOLS
Correct use of the e-file (when working on the nail) is best achieved  
by keeping the tool horizontal.

Try to follow this rule as much as possible as it maintains the control  
of the handpiece. However, during use, some movement will be required 
to achieve a smooth finish.
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Tip and free edge - use the top third of the tool  
to create a smooth curve to the tip of the nail.

The illustrations show a guide to the angles for each 
zone of the nail.

Cuticle - use the top of the barrel tool, take care  
to keep the angle flattish so you do not file into the 
natural nail.

Centre - use the centre third of the tool here, rolling 
slightly with strokes to create a natural curve.

The angle determines which part of the tool is in 
contact with the nail. To check you are connecting 
with the correct part watch for which area of the tool 
goes white with dust.CENTRE

TIP AND FREE EDGE

CUTICLE



SANDING BANDS 
AND MANDREL
Suitable for use on:

Acrylic nails

UV gel nails

Hard skin

The sanding bands are used for shortening nail extensions and can be 
used for filing the top surface of hardened products such as acrylic or UV 
gel. They are available in various grit grades, the most commonly used 
grades are 180 and 240 grit.

The lower the grit number the coarser the grade. As with hand files you 
need to progress from coarser to finer grades to achieve a good finish.

The sanding bands are used with the mandrel which is a metal barrel 
tool. The sanding bands simply push on and pull off the mandrel. The 
sanding bands are disposable and should not be used on more than 
one person.

Sanding bands are not suitable for high speed use as they are susceptible 
to heat build up.

STONE ABRADER
Suitable for use on: Natural nails, Hard skin

The stone abrader can be used to prepare the natural 
nail prior to the application of nail enhancements. As with 
all tools used on the natural nail care must be taken as 
damage can occur if over used. The stone abrader can also 
be used to remove hardened skin from around the toes and file down	
thickened toe nails.

CARBIDE TOOLS
Suitable for use on:

Acrylic nails

UV gel nails - ONLY for removal

Carbide tools have small flutes cut into the surface, these 
shave, rather than grind, a minute layer away. Traditional carbide tools 
have flutes going in just one direction, these can be difficult to use. A more 
versatile type of carbide has cross cut flutes for use with clockwise or anti-
clockwise rotations.

The deeper the flutes the more coarse the drill tool, the carbide tool 
supplied with your e-file is a medium, cross-cut barrel.

Carbide tools are ideal for use on acrylic nails.

NEVER use carbide tools on the natural nail. Not only are they too harsh, 
but, also, the shaving action can lead to peeling of layers.

Carbide tools are available in different shapes, the most commonly used 
is the barrel - a straight sided cylindrical tool for use filing the surface of 
nail enhancements. The top edge of the barrel can also be used to ‘cut’ 
a line behind lifted product. Take care with this to avoid cutting right 
through the product into the nail as these tools are sharp, especially 
when new.

Some alternative shaped tools are ‘backfill’ - a shorter version of the 
barrel tool, ‘inverted backfill’ - a shortened barrel with the taper extending 
away from the tip and ‘tapered barrel’.

KNOW YOUR E-FILE TOOLS
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240 GRIT BAND180 GRIT BAND MANDRELCARBIDE BARREL

STONE ABRADER



BUFFING TOOLS
Suitable for use on:

Natural Nails

All types of extensions

There are many types of buffing tools. They 
are all used in a similar way.

To achieve a high shine massage a small amount of buffing paste onto 
the nail surface.

Hold the buffing tool parallel to the work surface and work the buffing 
cream all over the surface of the nail in small circular movements, keep 
the pressure light and remove the tool very frequently to avoid heat build 
up.

If using a long hair buffer, such as a goats hair buffer, switch to a felt  
or cotton style buffing cone to finish.

Always use buffers on a low to medium speed, this is very important as 
the insulating properties of a buffer means the heat can build up very 
quickly especially on a high speed. 
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KNOW YOUR E-FILE TOOLS

CLEANING YOUR E-FILE TOOLS
Metal tools

If you are using your metal nail tools on more than one person it is vital  
to disinfect them between people.

Remove the dust and debris with a small wire brush or tweezers.

Soak the tools in acetone to remove any remaining acrylic or nail product. 
NOTE: UV Gel will not dissolve in acetone so any gel residue needs to be 
removed completely with a wire brush.

NOTE: Acetone DOES NOT disinfect the tools.

Scrub the surface with warm soapy water and a small brush such  
as a toothbrush.

Finally disinfect the tool by submerging completely in a suitable solution 
such as baby bottle sterilising solution (follow the manufacturers 
instructions).

Remove from the solution and dry well with kitchen towel. Do not leave 
wet as this may cause rust.

Sanding Bands

Sanding bands cannot be cleaned and should be discarded between 
uses on different people.

FELT CONE BUFFERLONG HAIR BUFFER

EMERY STONE CONE
EMERY STONE CONE
Suitable for use on:

Hard skin

The emery stone cone is ideal for use on thick, hardened 
skin on the foot. Move in circular motions to remove any 
dead skin from around the soles and balls of feet.
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CHOOSING THE CORRECT SPEED

Choosing the correct speed is something which takes practice and  
it is important to get to know how to tell if you need to increase  
or decrease the speed.

A general rule is to use a slower speed for natural, UV gel or resin 
wrapped nails and a higher speed for acrylic nails.

If you feel you need to increase the pressure on the tool, this usually 
means you need to increase the speed of the rpm.

If, on the other hand, you are removing too much product even with very 
light pressure this means the rpm is too fast and you should decrease 
the speed.

Also decrease the speed if you are finding it hard to control the tool, especially 
if you are near the cuticle area.

Your exact preferred speed will depend on your technical expertise, the 
hardness of the surface you are filing and the process, for example, filing 
the back edge for an infill requires a slower speed than smoothing the 
top surface. Ideally you should maintain a visible result with light pressure 
on the surface.



REDUCING THE LENGTH
Use the 240 grit sanding band and mandrel to reduce 
the length.

TIP: Do not rely on visible results instead feel the 
surface. Often the line of the ridge can still be seen 
when it has actually gone. 
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E-files can be used on the natural nails but it is essential to take great 
care and ensure you are completely familiar with the procedures, speeds 
and pressures required.

NEVER use carbide or swiss carbide tools with the natural nail.

NEVER use any coarse tools with the natural nail.

The natural nail is most susceptible to damage from heat build up so ensure 
you remove the tool for at least as much time as it is in contact with the 
surface.

REMOVING NAIL RIDGES
If you suffer from ridges you can use the e-file 
to lightly remove them. Use a fine diamond 
tool or stone abrader.

On a slow speed move the tool gently over the ridged 
area, lift and repeat.

Work on a slow speed and do not remove any more 
of the surface than is absolutely necessary.

NATURAL NAILS

1

1

2

STONE ABRADERDIAMOND BARREL

240 GRIT BAND

For this do not keep the tool parallel to the work 
surface, instead hold and keep vertical, try not to 
angle the tool or your nail edge will be uneven.

Do NOT attempt to shape the nails with the e-file, 
always shape using a hand file...

As a guideline, looking at the nails straight on - the three centre finger 
nails should all be the same length with the little finger nail and thumb nail 
in proportion to these.

Do not make the mistake of comparing the free edges - these will rarely 
all be the same. Instead concentrate on the total length of the nail, cuticle 
to tip.
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NATURAL NAILS

1

2

3

3

1

NAIL
BUFFING

PASTE

FELT CONE BUFFERLONG HAIR BUFFER BUFFING PASTE

CUTICLE
OIL

FELT CONE BUFFER CUTICLE OIL

DIAMOND FOOTBALL DIAMOND CONE

BUFFING
Use buffers on a low speed, as 
the insulating properties of a 
buffer allows heat to build up very 
quickly on a high speed.

Massage a small amount of buffing cream into  
each nail.

Work the buffing cream all over the surface of the nail 
in small circular movements, keep the pressure light 
and remove the tool very frequently to avoid heat 
build up.

If using a ‘loose’ buffer such as the goats hair ones 
switch to a felt or cotton style buffing cone to finish.

BUFFING WITH CUTICLE OIL
After buffing with buffing paste to achieve  
a high shine you can buff again with cuticle 
oil. However, apply the oil sparingly or you will 
ruin the buffing tool. Never allow the cuticle oil 
to run down the tip shank into the machine as 
this can cause damage.

Simply apply a tiny amount of cuticle oil to the 
surface of each nail and buff over in small circular 
movements, keep the pressure light and remove the 
tool very frequently to avoid heat build up.

CLEANING UNDER THE FREE EDGE
Using a diamond football or diamond cone you 
can effectively clean under the natural nail.

This can be useful at removing some staining 
under the nail, but be careful not to overdo 
this and weaken the nail.

On a slow to medium speed file underneath the free 
edge of the nail lightly.
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PRE-BLENDING YOUR  
EXTENSION TIP
Pre-blending your extension tips gives a more 
professional result. It also reduces the amount 
of blending once the tips have been applied  
to the nails surface reducing the chances of 
damaging the nail surface.

NAIL EXTENSIONS

1

1

3

4

2

5

DIAMOND BARREL240 GRIT BAND

STONE ABRADERDIAMOND BARREL

Pre blend the edge with a 240 grit sanding band  
or diamond barrel tool. Keep the handpiece flat to 
the surface of the extension tip so that the well area 
gradually tapers to the end.

Repeat procedure for each extension tip.

PREPARING THE NAILS
To prepare the nail surface before applying an 
enhancement use a diamond tool or a stone 
abrader.

The precision of the electric file is perfect 
for ensuring all dead skin cells are removed. 

Skin/cuticle cells left on the nail plate contain oils and 
moisture which is the most common cause of nail 
extensions lifting. 

Gently push back the cuticles with the hoof stick 
before using your e-file.

Work on the three zones methodically, to avoid going 
over one area repeatedly:

cuticle

On a slow to medium speed move the tool gently 
over the nail surface right to left, lifting off the nail 
between strokes. Do not tilt the file or nail too much 
and avoid filing into the nail.

middle 

tip and free edge

If necessary use a diamond cone to get into the 
sidewall area of the nail surface.

After this stage remember to brush away all dust 
before proceeding.

Do NOT touch the nail surface after this stage  
as your fingers will transfer natural oils from the skin 
onto the nail. 
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BLENDING THE SEAM
To blend the seams of extension tips use a diamond  
barrel tool.

Keep the pressure very light. If you feel the need to apply 
more pressure increase the speed of the e-file instead.

NAIL EXTENSIONS

6

1 1

2

2

DIAMOND BARREL 180 GRIT BAND

On a slow speed, move across the seam of the 
extension in one direction, lift the tool and repeat. 
Angle the nail slightly to taper into the natural nail 
without actually filing the natural nail at all.

Remember to lift the tool off the nail very frequently  
to avoid heat build up.

Take care NOT to angle the tool too much to 
minimise the chances of filing the natural nail.

Using a diamond barrel or diamond football angle the 
file towards the side of the nail and carefully blend 
the corners of the extension near the side wall.

NOTE: Do NOT use the e-file to reduce the length  
of the extensions at this stage, as it will weaken  
the bond.

REDUCING THE LENGTH
After the product has been applied you can use your e-file 
to reduce the length of the extensions, if necessary, so they 
are even.

For all types of extensions use 180 grit sanding 
band.

Position your thumb on the top of the enhancement 
to provide support to the stress area and hold the 
finger in steady.

Hold and keep the tool vertical, try not to angle the 	
tool or your nail edge will be uneven.

With firm, but not hard, pressure move the drill 
across the end of the nail in a straight line.

Do NOT attempt to shape the nails with the electric file. Always use  
a hand file to shape the nails.

As a guideline, looking at the nails straight on - the three centre finger 
nails should all be the same length with the little finger nail and thumb nail 
in proportion to these.

Compare the total length of the nail, cuticle to tip. Do NOT make the 
mistake of comparing the free edges - these will rarely all be the same. 



Finishing the top surface

For acrylic nails use either a 240 
grit sanding band or a medium 
cross-cut carbide barrel.

For UV gel nails or wrapped nails 
use either a 240 grit sanding 
band or a medium diamond 
barrel.

When filing some people prefer to complete each nail before moving 
onto the next, others prefer to complete each stage on all the nails, 
thereby working all the nails together. Familiarise yourself with each step 
thoroughly and follow a methodical route.

Hold the finger firmly, pinching the sidewalls down away from the nail 
plate. 
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NAIL EXTENSIONS

1 2 3

6

4

5

3
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2

CARBIDE BARREL240 GRIT BAND DIAMOND BARREL

ACRYLIC UV GEL ACRYLIC UV GEL WRAPPED

Mentally separate the nail into three zones:

1 - cuticle  
2 - centre 
3 - tip and free edge

File each zone with the correct part of the tool.

Cuticle

On a slow speed taper the product overlay towards 
the cuticle area using the top section of the tool. 
To avoid ‘rings of fire’ keep the handpiece parallel to 
the work surface and angle the finger as you need.

Work slowly, moving from one side to the other then 
LIFT OFF and repeat - do not move left to right  
in contact with the nail.

Centre

File over the whole surface thinning the product if 
it is too thick and smoothing any bumps. Keep the 
nail and tool moving to avoid working in one spot 
for too long. 

Tip and free edge

Angle the nail slightly to form a smooth dome to the 
tip of the free edge.

On both the centre and tip zones you can move the 
file side to side in contact with the nail, taking care to 
lift regularly to avoid heat build up.

Regularly view the nail from the side to check for any 
bumps left at the edge of the product. It is important 
to taper the product fully to avoid a ‘step’ as the 
product grows out. At the same time avoid filing into 
the natural nail.



12

Each nail must be checked from several angles to ensure a smooth 
surface. If the surface is uneven at all, simply file over the area to remedy. 
On all areas check the product is not too thick or clumsy, and the surface 
is smooth without bumps or steps.

Check the product is not too thin at the stress line where the free edge 
starts. If this occurs more product will need to be applied and the filing 
re-done.

NAIL EXTENSIONS

1

1

DIAMOND FOOTBALL DIAMOND CONE

Side View

Look from both sides. There should be a smooth 
dome, with the highest point centred on the nail, 
tapering towards the cuticle and without any stepped 
areas.

Straight down the nail

Looking end on at the nail check the ‘C’ curve is 
even with the highest point in the centre.

Tip the nail up and down checking for bumps on the 
top profile of the nail.

Flat, Top View

Looking straight onto the nail surface roll the nails 
to show any imperfections which will show up in the 
light.

Check for bumps, flat spots and surface 
blemishes.

THE UNDERSIDE
When filing under the nail use a diamond 
football or cone as part of the underside is the 
natural nail.

Do NOT use a carbide tool.

On a slow to medium speed file underneath the free 
edge of each nail lightly to remove any stray product 
and neaten the shape.

Check the undersides are straight and even. Feel the free edge and 
underside to check for sharp edges or ‘unfinished’ patches. Check the 
underside of the nail is clean and free from product and glue residue.

Once you have checked each nail compare all the nails to ensure they 
are all even.

FINISHING
Once you are happy with the shape of the nail always 
rub each nail vigorously with a white block to smooth 
before progressing to the buffing stage.
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BUFFING
Buffing is the finishing stage of 
applying nail extensions. Use 
fine grade diamond barrels and/
or sanding bands over the nail 
surface before moving onto 
buffing files.

There are many types of buffing materials available, they all have the 
same purpose, to shine the nail, so it is worth trying different types to 
find one that suits you Always use buffers on a low speed, the insulating 
properties of a buffer means the heat can build up very quickly especially 
on a high speed.

If using a ‘long hair’ buffer use this for the first part of buffing before 
moving to a felt or cotton buffer. Otherwise just use a felt or cotton buffer 
for the whole process.

NAIL EXTENSIONS

ACRYLIC ACRYLIC UV GEL
WRAPPED

1

2

1

2

3

NAIL
BUFFING

PASTE

FELT CONE BUFFERLONG HAIR BUFFER BUFFING PASTE CARBIDE BARREL DIAMOND BARREL

Rub a small amount to buffing cream into each nail.

Work the buffing cream all over the surface of the nail 
in small circular movements, keep the pressure light 
and remove the tool very frequently to avoid heat 
build up.

Change to a felt or cotton style buffing cone. Buff 
over the whole nail. Also buff under and around the 
free edge to create a smooth feel.

NOTE: If after buffing there are scratches in the 
surface, repeat the surface filing with the the very fine 
grade sanding band or diamond barrel and re-buff.

After applying nail extensions there can be areas  
of lifting which show as opaque areas. This must  
be removed to prevent water becoming trapped 
underneath which can lead to watermould on the  
nail plate.

Angle the handpiece and with the edge of the tool 
cut a line just behind the lifted area. The lifted area 
will usually flick off.

Continue until all loose product has been removed. 
Do NOT file directly onto the lifted area as the 
movement can force more product to detach from 
the nail plate. 

NOTE: Regularly wipe away dust, sometimes this 
can cling to the edge of the product and appears  
as lifting.

REMOVING LIFTED PRODUCT
For acrylic nails use the top ‘cutting’ edge of 
either a medium diamond barrel or a medium 
cross-cut carbide barrel.

For UV gel nails or resin wrapped nails use 
the top ‘cutting’ edge of a medium diamond 
barrel.



INFILLING 
(BACKFILLING)
For acrylic nails use either a 240 
grit sanding band or a medium 
cross-cut carbide barrel.	

For UV gel nails or resin wrapped 
nails use either a 240 grit sanding band or a medium diamond barrel.
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NAIL EXTENSIONS

5

6

4

7

1

2

3

CARBIDE BARREL240 GRIT BAND DIAMOND BARREL

As the natural nail grows it is necessary for you to in-
fill as a gap will appear between the cuticle and the 
seam. The enhancement may also begin to lift. This 
is usually required about two weeks after your first 
application and every 2-3 weeks thereafter. Prep the 
nails as usual for the type of product in question.

Using the 180 grit sanding band reduce the length  
if necessary. 

Refer to ‘REDUCING THE LENGTH’ section

Do NOT attempt to shape the nails with your e-file.

Examine the cuticle area for loose/lifted product,  
air pockets or bubbles. These show as cloudy areas. 
Refer to the section ‘REMOVING LIFTED/LOOSE 
PRODUCT’ to remove these.

With the nail at a slight angle and the hand piece 
parallel to the work surface, file towards the cuticle 
area tapering the product down to the natural nail.

Use your balance finger to maintain firm control and 
remember to lift the file off the nail very frequently.

Do NOT file into or on the natural nail at all.

Once back edge is tapered into the nail remove about 
half the thickness of the remaining old product over 
the nail to allow for the new product to be applied 
over the top.

Regularly remove the dust and view the nail from the 
side to check the taper and remove any bumps left 
at the edge of the product.

Apply the product for whichever nail enhancement 
you have used, acrylic, gel or nail wrap, following your 
usual instruction for the application of the product.

Once the product is completely hard, file over the 
whole surface to finish. Refer to ‘FINISHING THE 
TOP SURFACE’ section.

Finally buff until you have the required shine. Refer to 
‘BUFFING’ section.
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CUTTING A SMILE LINE
The electric file is perfect for cutting a crisp 
smile line when backfilling ‘pink and whites’. 
For acrylic nails use the top ‘cutting’ edge  
of a carbide barrel

For UV gel nails use the top ‘cutting’ edge  
of a medium diamond barrel.

NAIL EXTENSIONS

1

2
3

ACRYLIC UV GEL

1
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3

5

6

4CARBIDE BARREL DIAMOND BARREL

Wash and dry the hands and prep the nails as usual 
for the type of product in question.

Using the 180 grit sanding band reduce the length  
if necessary.

Refer to ‘REDUCING THE LENGTH’ section

Thin the product over the whole surface of all the 
nails. Aim to remove about a quarter of the product 
at this stage.

Using a pencil draw a smile line on each nail at the 
new position.

TIP: You can use a template such as an acrylic nail 
form to achieve a good, even curve.

Check the smile lines on all the nails together look 
even and well positioned.

Using the top of the carbide barrel cut the smile line 
into the tip of the nail product. This is one of the few 
occasions when you angle the drill tool into the nail to 
cut a neat line. Hold the tool at about a 45º angle. Use 
your balance finger to maintain control. Do not rush.

You may find it easier to initially cut the shape in 
three stages, right edge in, left edge in and finally 
the centre. Once this initial guide is there you can 
refine the curve.

Once you are happy with the smile line, hold the drill 
parallel to the surface and remove three quarters  
of the product thickness on the tip. 

If necessary refine the smile line using a small 
diamond barrel at a slow speed to get a finer finish.

Repeat this on each nail. When all ten nails have had the tip product 
thinned, remove any dust compare them together for evenness.

You are now ready to continue your backfill with pink and white gel  
or acrylic as you wish.
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REMOVING UV GEL NAILS
UV Gel nails cannot be soaked 
off, the professional way to 
remove them is to file away 
leaving a very thin gel layer on 
the nail. The precision of the  
e-file makes this process quick, 
easy and less harmful to the natural nails.

NAIL EXTENSIONS

AFTERCARE ADVICE, HINTS AND TIPS FOR 
NAIL EXTENSIONS
• To maintain your nail extensions, use your e-file periodically between

infills to file the back edge lightly to remove any fragments of lifting.
This helps prevent more serious lifted areas.

• Always remove lifted areas as soon as possible and do not allow water 
to become trapped under the nail. Always dry your nails thoroughly
after washing. Trapped water can lead to water mould, which requires 
medical treatment.

• Do NOT use detergents, such as washing powders or washing-up
liquid, or bleach without wearing rubber gloves, these will damage
your extensions.

• Remember the most common cause of all nail extensions nails lifting
is poor nail preparation. Try to meticulously remove all cuticle cells
from the nail plate during the nail preparation stage. Use a diamond
cone tool to get into the sidewall areas if necessary.

• Also do NOT touch the nail plate after the preparation stage to
prevent contamination with skin oils. If you accidently touch the plate,
wipe over again with finishing wipe to remove any oils you may
have transferred.

• Apply cuticle oil to the nails nightly, massaging into the cuticle. Apply
hand moisturiser at least once a day.

1

2

3

CARBIDE BARREL180 GRIT BAND DIAMOND BARREL

Cut the nails to the desired length.

Using a medium speed, carefully file the gel overlay, 
leaving a very thin layer of product.

Take great care NOT to file into the natural nail 
plate.

Shape with a hand file. Wash hands and nails well  
remove all traces of gel dust which can irritate the 
skin. Condition the skin and nails with cuticle oil  
and moisturiser.

NOTE: Carbide tools are not generally used with gel 
nails, however for removal they can be used.
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COMPLETE PEDICURE

COMPLETE PEDICURE
Assemble all products before 
starting so you don’t have to 
retrieve tools with wet feet! 

You will need; polish remover, 
cotton pads or cotton wool, 
bowl of hot water with a foot 
soak product, exfoliating scrub, 
nail brush, nail file, moisturiser, 
cuticle remover product, cuticle 
stick, e-file tools and your e-file.

Before starting remove nail polish 
and if you need to shorten nail length either clip them or use your e-file 
with the sanding band on medium speed. Finish by filing across with a 
hand file.
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NAIL
BUFFING

PASTE

FELT CONE BUFFERLONG HAIR BUFFER BUFFING PASTE

EMERY STONE CONESTONE ABRADER 240 GRIT BAND

Soak feet for 5-10 minutes in foot soak and relax.

Lift one foot from the soak and dry. Apply cuticle 
remover and leave for 3-5 minutes while you check 
the foot for hard skin.

Push the cuticles back and remove any excess 
cuticle skin.

Massage your exfoliating scrub all over the foot for  
a minute or two, gently on the top and more thoroughly 
on the soles and around hard skin areas.

Replace the foot in the foot soak to rinse off  
the exfoliating scrub and repeat steps 1 to 3 on the 
other foot.

Dry both feet well.

NOTE: All pedicure tools work best when they are 
dry and used on dry skin, so remove all traces of 
creams or water before using the e-file.

Using your Stone Abrader or Emery Stone Cone 
remove any hard skin. Use short strokes or small 
circles on a slow to medium speed and remember 
to lift the tool off the skin regularly to prevent a build 
up of heat.

Do not remove the hard skin completely or the area 
will be sore.
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NAIL
BUFFING

PASTE
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EMERY STONE CONE 180 GRIT BANDCheck the nails.

With the Stone Abrader remover any hard skin 
around the big toe nail.

Use the Stone Abrader or 240 grit sanding band  
to remove any ridges on the toe nails.

If you have removed ridges with the Stone Abrader 
or 240 grit sanding band, use a white sanding block 
over each nail to smooth the surface before buffing.

Massage a small amount of buffing paste into each 
nail and buff to a shine.

See the ‘NATURAL NAILS - BUFFING’ section.

Finally moisturise the feet and legs.

NOTE: If you wish to apply nail polish to the toenails 
remove any residual buffing paste and moisturiser 
first with an acetone-free remover.

REMOVING CALLOUSES
If you have to remove callouses as part of  
a pedicure use a specialist callous removing 
cream or lotion. Follow the instructions taking 
care not to leave the product on the skin any 
longer than stated. Dry the area before using 
your e-file.

Using a 180 grit sanding band on medium speed 
remove the top layer of the callous.

Lift the tool off the callous very frequently to avoid 
heat build up.

Graduate to a 240 grit Sanding Band or Emery Stone 
Cone to finish removing the hardened area. 

Do not remove the callous completely as this will 
expose raw skin which will be sore.

Moisturise the area.

Moisturising the area regularly should help avoid the 
callous building up again.

NOTE: Clean the tools thoroughly after use and 
discard the sanding bands.

COMPLETE PEDICURE
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• ‘Picking’ - if there is a small area of lifting do not pick. Simply file away
before it has a chance to spread.

Why are my nails always dull even after buffing?

This is usually caused by not graduating properly from coarser grits to 
finer ones. Always use a white sanding block between filing the surface 
and buffing.

The use of a buffing cream at the first stage of buffing will also help 
achieve a high gloss shine.

Since using an e-file my nail enhancements become brittle after the 
first few infills. Why?

Caused by microshattering this typically happens after a couple of infills. This 
can be due to using drill tools which are too coarse or being too aggressive 
when filing. This has the effect of vibrating the enhancements and over time 
the product bonds become more and more brittle with each infill.

Why do I keep catching the skin at the sides of the nail?

This is known as ‘grabbing’ and occurs when the positioning is not quite 
right. Try to keep the handpiece parallel to the work surface and manipulate 
the finger rather than moving the drill tool. Also hold the finger by pinching 
down the sidewalls of the nail to keep the skin out of the way.

I keep snagging the tool on the nail and losing control. What am  
I doing wrong?

Usually this is from using too fast an rpm or applying too much pressure. 
Try slowing the speed first. If that does not work, increase the speed but 
use less pressure.

Occasionally it could be that the tool is very sharp. In which case apply 
very little pressure.

Is it true that e-files damage the nail?

If used correctly e-files are very safe. The tools are smaller and more 
precise than traditional files so they can be used more accurately and 
can be safer than hand filing.

If used incorrectly the e-file can damage the nail, most commonly by 
people filing into the natural nail, or by not lifting the tool off the nail 
regularly and building up heat.

The drill tools get hot when in use, how do I stop this?

This is from the friction on the nail plate and it is vital to prevent the tool 
getting so hot it causes damage. 

Follow these rules to avoid the problem:

• Get into the habit of lifting the tool off the nail every second or so.

• Don’t go back and forth when in contact with the nail plate, instead
move in one direction then lift off the nail and repeat.

• Do NOT apply too much pressure. All your strokes should be short
and light.

Why do my nail enhancements lift at the back?

This is usually caused by incomplete nail preparation leaving skin cells or 
oils on the nail plate before applying the extension and product. To avoid 
this remove the shine from the natural nail surface thoroughly using a 
diamond tool before applying extensions.

Other causes can be:

• Touching the nail plate after preparation which transfers oils onto the
surface.

• Exposing the hands and nails to detergents, such as washing up
without gloves, will damage almost all nail extensions and cause
lifting.

YOUR QUESTIONS ANSWERED
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“Rings of Fire” - what are they and how do I avoid them?

These are the red lines which only show up as the nail grows. Created by 
filing into the natural nail as you taper the cuticle edge, they are thinned 
areas of natural nail.

These are often caused when a sanding band is used on the cuticle area, 
the narrower circumference of a diamond barrel tools makes it easier to 
control. So if you regularly have “rings of fire” and use a sanding band, 
try switching to a diamond tool for cuticle work.

To avoid these:

• Take great care to prevent filing into the natural nail. Keeping your
handpiece parallel to the work surface and angling the nail helps
this.

• Use very light pressure and only slightly angle the nail to create the
taper to the cuticle.

• If necessary reduce the speed of the tool to allow greater control.

If ‘rings of fire’ appear regularly you must refine your filing technique, 
however, these can be caused by the most experienced of nail technicians 
on occasion and are not usually painful or permanently damaging to the 
growth of the nail.

If you have painful “rings of fire’ that is serious misuse of the electric nail 
file and can be a sign of severe damage the nail plate.

What are “Hot Spots”?

Similar to “rings of fire” but on a smaller scale these are simply red marks 
where the file has gone into the natural nail because of filing in one area 
for too long. Hot Spots are more likely to be created with hand filing as 
the files are larger and less precise than an electric file. Correct use of 
electric files will almost never result in hot spots.

They are usually not serious. However it is a sign of damage to the nail 
plate and something which should be avoided.

YOUR QUESTIONS ANSWERED CUSTOMER CARE

If you have any questions please email us at: online@riobeauty.com

For further information, visit: www.riobeauty.com
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ПОЧАТОК РОБОТИ

ВСТУП

ЯК ТРИМАТИ РУЧКУ
Для більшості процедур тримайте ручку так само, як олівець, але 
зберігайте вал інструмента в горизонтальному положенні. 
Працюйте мізинцем, щоб підтримувати правильний кут до нігтя.

Іноді положення можна змінювати, наприклад під час формування 
лінії усмішки або виконання педикюру.

ОПОРНИЙ ПАЛЕЦЬ
Під час роботи пилкою ЗАВЖДИ спирайте мізинець руки, що 
тримає ручку, на іншу руку. Це допомагає контролювати рух 
насадки та точніше регулювати тиск на інструмент.

Електричні пилки, або e-files, дають змогу легко виконати манікюр чи педикюр салонного рівня та підтримувати доглянутий стан рук і стоп.

Завдяки широкому вибору насадок для обробки, формування та полірування, пристрій має багато способів застосування: укорочення нігтів, 
швидке полірування, підготовка натуральних нігтів до нарощування, зняття гелевого покриття, видалення огрубілої шкіри зі стоп і професійна 
корекція. Електрична пилка підходить для більшості процедур, для яких зазвичай використовують ручну пилку.

ЗВЕРНІТЬ УВАГУ: Цей посібник пояснює, як і коли використовувати електричну пилку замість інших інструментів, зокрема ручних пилок або 
бафів. Тому його слід використовувати разом з інструкціями до інших процедур, які ви виконуєте.

Як і будь-яка нова навичка, робота електричною пилкою потребує часу для освоєння. Щоб не пошкодити нігтьову пластину, важливо 
розуміти правильну техніку. Будьте терплячими та приділіть час навчанню. Практикуватися можна на тренувальних руках від 
постачальників косметичних товарів або приклеюючи типси до дерев’яних паличок. Незалежно від обраного способу, відпрацюйте всі 
швидкості та різні насадки, щоб упевнено працювати на натуральних нігтях.
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НАСАДКИ
Пилка комплектується набором насадок. Багато з них є 
взаємозамінними, а вибір залежить, зокрема, від особистих 
уподобань.

Завжди перевіряйте, щоб насадки не були пошкоджені або зігнуті. 
Якщо під час роботи вони хитаються чи вібрують, можливо, вони 
деформовані. Це може пошкодити ніготь, а в окремих випадках — 
сам пристрій.

Більшість насадок доступні з грубою, середньою або дрібною 
абразивністю. Для більшості процедур використовують середню та 
дрібну абразивність.

Акрилові нігті є найтвердішими та витримують використання всіх 
типів насадок. UV-гелеві нігті занадто м’які для твердосплавних 
насадок, тому для них найкраще підходять алмазні.

ОЗНАЙОМТЕСЯ З НАСАДКАМИ ДЛЯ ЕЛЕКТРИЧНОЇ ПИЛКИ

АЛМАЗНІ НАСАДКИ 

Підходять для: 

Натуральних нігтів

UV-гелевих нігтів

Акрилових нігтів

Нігтів із покриттям зі смоли, шовку або скловолокна

Виготовлені з алмазної крихти, закріпленої на металевій основі. 
Доступні з дрібною, середньою та грубою абразивністю. Насадки, 
що входять до комплекту електричної пилки, мають середню 
абразивність і є найбільш універсальними.

DIAMOND FOOTBALLDIAMOND BARREL DIAMOND CONE

КУТ НАХИЛУ НІГТЯ ТА НАСАДКИ
Правильне використання електричної пилки під час роботи з 
нігтем досягається за умови горизонтального положення насадки.

Намагайтеся дотримуватися цього правила, оскільки воно 
допомагає зберігати контроль над ручкою. Водночас під час 
роботи може знадобитися дещо змінювати положення для 
отримання рівного результату.

6

КІНЧИК І ВІЛЬНИЙ КРАЙ — використовуйте 
верхню третину насадки, щоб плавно 
сформувати край нігтя.

Ілюстрації показують рекомендовані кути для 
кожної ділянки нігтя.

КУТИКУЛА — використовуйте верхню частину 
циліндричної насадки. Тримайте її майже 
пласко, щоб не торкатися натурального нігтя.

ЦЕНТР — працюйте середньою третиною 
насадки, виконуючи легкі рухи вбік для 
формування природної кривизни.
Кут нахилу визначає, яка частина насадки 
контактує з нігтем. Щоб переконатися у 
правильному положенні, стежте, з якої ділянки 
насадки утворюється білий пил.CENTRE

TIP AND FREE EDGE

CUTICLE



ШЛІФУВАЛЬНІ 
КОВПАЧКИ ТА ТРИМАЧІ
Підходять для:

Акрилових нігтів

UV-гелевих нігтів

Огрубілої шкіри

Шліфувальні ковпачки використовують для вкорочення 
нарощених нігтів, а також для обробки поверхні таких 
матеріалів, як акрил або UV-гель. Вони доступні з різною 
зернистістю; найчастіше застосовують 180 і 240 грит.

Чим менше число грит, тим грубіша абразивність. Як і під час 
роботи ручною пилкою, переходьте від грубішої зернистості до 
дрібнішої для якісного завершення.

Шліфувальні ковпачки використовують разом із мандрелем - 
металевим тримачем. Ковпачок легко надягається та 
знімається з мандреля. Це одноразові насадки, тому їх не слід 
використовувати більш ніж для однієї людини.

Шліфувальні ковпачки не підходять для роботи на високій 
швидкості, оскільки можуть швидко нагріватися.

КАМ’ЯНА АБРАЗИВНА НАСАДКА
Підходить для: натуральних нігтів, огрубілої шкіри

Кам’яну абразивну насадку використовують для 
підготовки натуральних нігтів перед нарощуванням. 
Працюйте обережно, щоб не пошкодити нігтьову 
пластину. Також вона підходить для видалення 
огрубілої шкіри навколо пальців ніг і обробки 
потовщених нігтів.

ТВЕРДОСПЛАВНІ НАСАДКИ
Підходять для:

Акрилових нігтів

UV-гелевих нігтів - ЛИШЕ для зняття

Твердосплавні насадки мають невеликі жолобки на поверхні, які 
зрізають, а не шліфують, тонкий шар матеріалу. Традиційні 
твердосплавні насадки мають жолобки лише в одному напрямку, 
тому ними може бути складно працювати. Більш універсальні 
моделі мають перехресні жолобки та підходять для обертання за 
годинниковою стрілкою або проти неї.

Чим глибші жолобки, тим грубіша насадка. Твердосплавна насадка 
з позначенням e-file S - це середня насічка з перехресними 
жолобками.

Твердосплавні насадки ідеально підходять для роботи з 
акриловими нігтями.

НІКОЛИ не використовуйте твердосплавні насадки на натуральних 
нігтях. Вони не лише надто агресивні, а й можуть спричинити 
розшарування нігтьової пластини.

Твердосплавні насадки доступні в різних формах. Найпоширеніша - 
циліндрична, з прямими боками, для обробки поверхні нарощених 
нігтів. Верхній край також можна застосовувати для створення лінії 
перед піднятим вільним краєм. Працюйте обережно, щоб не зрізати 
матеріал до натурального нігтя, оскільки ці насадки гострі, 
особливо нові.

Серед альтернативних форм: зворотний конус - коротша версія 
циліндричної насадки; перевернутий зворотний конус - укорочена 
насадка із розширенням від кінчика; звужений циліндр.

ОЗНАЙОМТЕСЯ З НАСАДКАМИ ДЛЯ ЕЛЕКТРИЧНОЇ ПИЛКИ
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240 GRIT BAND180 GRIT BAND MANDRELCARBIDE BARREL

STONE ABRADER



ПОЛІРУВАЛЬНІ НАСАДКИ
Підходять для:

Натуральних нігтів

Усіх типів нарощування

Існує багато видів полірувальних насадок, але всі вони 
використовуються подібним чином.

Щоб досягти високого блиску, нанесіть невелику кількість 
полірувальної пасти на поверхню нігтя.

Тримайте полірувальну насадку паралельно до робочої поверхні та 
обробляйте ніготь легкими круговими рухами. Не натискайте надто 
сильно й часто відводьте насадку, щоб уникнути перегрівання.

Під час використання довговорсової насадки, наприклад із козячої 
шерсті, для завершення роботи перейдіть на фетрову або 
бавовняну конусну насадку.

Завжди використовуйте полірувальні насадки на низькій або 
середній швидкості. Через теплоізоляційні властивості вони можуть 
швидко нагріватися, особливо на високій швидкості.
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ОЧИЩЕННЯ НАСАДОК ДЛЯ ЕЛЕКТРИЧНОЇ ПИЛКИ
Металеві насадки

Якщо металевими насадками користуються кілька людей, їх 
необхідно дезінфікувати після кожного використання.

Видаліть пил і залишки матеріалу невеликою металевою щіткою 
або пінцетом.

Замочіть насадки в ацетоні, щоб видалити залишки акрилу або 
матеріалу для нігтів. УВАГА: UV-гель не розчиняється в ацетоні, 
тому його потрібно повністю видалити металевою щіткою.

ПРИМІТКА: Ацетон НЕ дезінфікує насадки.

Очистіть поверхню теплою мильною водою та невеликою щіткою, 
наприклад зубною.

Після цього повністю занурте насадку у відповідний 
дезінфекційний розчин, наприклад стерилізаційний засіб для 
салонів. Дотримуйтеся інструкцій виробника.

Дістаньте насадку з розчину та ретельно висушіть паперовим 
рушником. Не залишайте її вологою, оскільки це може 
спричинити корозію.

Шліфувальні ковпачки
Шліфувальні ковпачки не можна очищати. Їх слід утилізувати 
після використання для кожної окремої людини.

FELT CONE BUFFERLONG HAIR BUFFER

EMERY STONE CONE
КОНУСНА НАСАДКА З НАЖДАЧНОГО КАМЕНЮ
Підходить для:

Огрубілої шкіри

Конусна насадка з наждачного каменю ідеально 
підходить для обробки товстої, огрубілої шкіри стоп. 
Виконуйте кругові рухи, щоб видалити ороговілу 
шкіру з підошви та подушечок стоп.

ОЗНАЙОМТЕСЯ З НАСАДКАМИ ДЛЯ ЕЛЕКТРИЧНОЇ ПИЛКИ
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ВИБІР ПРАВИЛЬНОЇ ШВИДКОСТІ
Вибір правильної швидкості потребує практики. Важливо 
навчитися визначати, коли швидкість потрібно збільшити або 
зменшити.

Загальне правило: для натуральних нігтів, UV-гелю або нігтів із 
покриттям зі смоли використовуйте нижчу швидкість, а для 
акрилових нігтів - вищу.

Якщо потрібно сильніше натискати на насадку, зазвичай це 
означає, що слід збільшити швидкість обертання.

Якщо матеріал знімається занадто швидко навіть за легкого 
натиску, швидкість обертання надто висока - її слід зменшити.

Також зменшіть швидкість, якщо важко контролювати насадку, 
особливо поблизу кутикули.

Оптимальна швидкість залежить від вашого досвіду, твердості 
матеріалу та етапу роботи. Наприклад, для обробки нижньої 
частини нарощеного нігтя потрібна нижча швидкість, ніж для 
вирівнювання верхньої поверхні. За легкого натиску на поверхні 
має бути помітний результат.



СКОРОЧЕННЯ ДОВЖИНИ
Для вкорочення використовуйте шліфувальний 
ковпачок 240 грит із мандрелем.

ПОРАДА: Не орієнтуйтеся лише на видимий 
результат - перевіряйте поверхню дотиком. 
Іноді борозенка ще помітна, хоча її вже немає 
на дотик.
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Електричну пилку можна використовувати для натуральних нігтів, 
але працювати слід дуже обережно та лише після повного 
ознайомлення з технікою, швидкістю й силою натиску.
НІКОЛИ не використовуйте твердосплавні або швейцарські 
твердосплавні насадки на натуральних нігтях.
НІКОЛИ не використовуйте грубі насадки.
Натуральні нігті особливо чутливі до нагрівання, тому часто 
відводьте насадку від поверхні.

ВИДАЛЕННЯ ПОПЕРЕЧНИХ 
БОРОЗЕНОК
За наявності борозенок їх можна 
обережно згладити електричною пилкою. 
Використовуйте дрібнозернисту алмазну 
або кам’яну абразивну насадку.

На низькій швидкості легко проведіть насадкою 
по борозенці, потім відведіть її та повторіть.

Працюйте на низькій швидкості й знімайте 
лише мінімально необхідний шар.

НАТУРАЛЬНІ НІГТІ

1
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2

STONE ABRADERDIAMOND BARREL

240 GRIT BAND

Не тримайте насадку паралельно до поверхні. 
Тримайте її вертикальніше та злегка 
нахиляйте, інакше край нігтя буде нерівним.

НЕ намагайтеся надавати форму нігтям 
електричною пилкою - формуйте їх лише 
ручною пилкою.

Як орієнтир: при погляді прямо на нігті три середні пальці мають 
бути однакової довжини, а мізинець і великий палець  
пропорційними до них.

Не порівнюйте лише вільні краї: вони рідко бувають однаковими. 
Орієнтуйтеся на загальну довжину нігтя - від кутикули до кінчика.
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FELT CONE BUFFERLONG HAIR BUFFER BUFFING PASTE

CUTICLE
OIL

FELT CONE BUFFER CUTICLE OIL

DIAMOND FOOTBALL DIAMOND CONE

ПОЛІРУВАННЯ
Використовуйте полірувальні 
насадки на низькій швидкості, 
оскільки через їхні 
теплоізоляційні властивості 
на високій швидкості можливе 
швидке нагрівання.

Нанесіть невелику кількість полірувальної 
пасти на кожен ніготь.

Розподіліть пасту по поверхні нігтя легкими 
круговими рухами. Не натискайте та часто 
відводьте насадку, щоб уникнути перегрівання.

Під час використання м’якої довговорсової 
насадки, наприклад із козячої шерсті, для 
завершення перейдіть на фетрову або 
бавовняну конусну насадку.

ПОЛІРУВАННЯ З ОЛІЄЮ 
ДЛЯ КУТИКУЛИ

Після полірування пастою можна 
використати трохи олії для кутикули. Не 
допускайте її потрапляння в пристрій 
через хвостовик насадки, щоб уникнути 
пошкодження.

Нанесіть невелику кількість олії для кутикули 
на поверхню кожного нігтя та поліруйте 
легкими круговими рухами. Не натискайте й 
часто відводьте насадку, щоб уникнути 
перегрівання.

ОЧИЩЕННЯ ПІД ВІЛЬНИМ КРАЄМ
За допомогою алмазної краплеподібної 
або конусної насадки можна ефективно 
очистити простір під натуральним нігтем.

Це допомагає видалити забруднення під 
нігтем, але не обробляйте цю ділянку 
надмірно, щоб не послабити ніготь.

На низькій або середній швидкості легко 
обробіть ділянку під вільним краєм нігтя.

НАТУРАЛЬНІ НІГТІ



28

ПОПЕРЕДНЄ ВИРІВНЮВАННЯ 
ТИПСИ
Попереднє вирівнювання типси дає 
професійніший результат. Воно також 
зменшує обсяг обробки після нанесення 
типси та ризик пошкодження 
натурального нігтя.

НАРОЩУВАННЯ НІГТІВ
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DIAMOND BARREL240 GRIT BAND

STONE ABRADERDIAMOND BARREL

Обробіть край типси шліфувальним ковпачком 
240 грит або алмазною циліндричною 
насадкою. Тримайте ручку пласко до поверхні 
типси, поступово стоншуючи зону 
приклеювання до краю.
Повторіть процедуру для кожної типси.

ПІДГОТОВКА НІГТІВ
Для підготовки нігтьової пластини перед 
нарощуванням використовуйте алмазну 
або кам’яну абразивну насадку.

Точність електричної пилки дає змогу 
повністю видалити відмерлі клітини 
шкіри.

Клітини шкіри й кутикули, що залишилися на 
нігтьовій пластині, містять олії та вологу - 
найпоширенішу причину відшарування 
нарощування.
Обережно відсуньте кутикулу пушером перед 
використанням електричної пилки.

Послідовно обробляйте три зони, не 
проходячи багаторазово по одній ділянці:

КУТИКУЛА

На низькій або середній швидкості обережно 
переміщуйте насадку по поверхні нігтя справа 
наліво, відводячи її між рухами. Не нахиляйте 
насадку або ніготь надто сильно та не 
обробляйте натуральний ніготь.

СЕРЕДИНА 

КІНЧИК І ВІЛЬНИЙ КРАЙ

За потреби використовуйте алмазну конусну 
насадку для обробки бічних валиків нігтя.
Після цього обов’язково змахніть увесь пил 
перед продовженням роботи.

НЕ торкайтеся поверхні нігтя після підготовки, 
оскільки пальці можуть перенести на неї 
природні олії зі шкіри.
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ВИРІВНЮВАННЯ ЗОНИ З’ЄДНАННЯ
Для згладжування лінії з’єднання типси 
використовуйте алмазну циліндричну насадку.

Працюйте з дуже легким натиском. Якщо потрібно 
тиснути сильніше, збільште швидкість обертання.
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DIAMOND BARREL 180 GRIT BAND

На низькій швидкості обробляйте лінію 
з’єднання в одному напрямку, відводячи 
насадку після кожного руху. Злегка нахиляйте 
ніготь, щоб плавно перейти до натурального 
нігтя, не торкаючись його насадкою.
Часто відводьте насадку від нігтя, щоб 
уникнути нагрівання.

НЕ нахиляйте насадку надто сильно, щоб не 
зачепити натуральний ніготь.

Алмазною циліндричною або краплеподібною 
насадкою обробіть бічні частини нігтя та 
плавно згладьте кути типси біля бічних валиків.

ПРИМІТКА: На цьому етапі НЕ вкорочуйте 
нарощені нігті електричною пилкою, оскільки це 
може послабити з’єднання.

СКОРОЧЕННЯ ДОВЖИНИ
Після нанесення матеріалу електричну пилку можна 
використовувати для вкорочення нарощених нігтів, 
якщо це потрібно для вирівнювання довжини.

Для всіх типів нарощування використовуйте 
шліфувальний ковпачок 180 грит.

Підтримуйте зону навантаження, розмістивши 
великий палець зверху нарощеного нігтя, та 
надійно зафіксуйте палець.

Тримайте насадку вертикально, не нахиляючи 
її, інакше край нігтя буде нерівним. З 
помірним натиском проведіть насадкою 
рівною лінією по вільному краю.

НЕ намагайтеся формувати нігті електричною пилкою. Для 
надання форми завжди використовуйте ручну пилку.

Орієнтуйтеся на загальну довжину нігтя — від кутикули до 
кінчика. Три середні нігті мають бути однакової довжини, а 
великий палець і мізинець — пропорційними до них.

НЕ порівнюйте лише вільні краї, оскільки вони рідко бувають 
однаковими.

НАРОЩУВАННЯ НІГТІВ



ОБРОБКА ВЕРХНЬОЇ ПОВЕРХНІ

Для акрилових нігтів 
використовуйте шліфувальний 
ковпачок 240 грит або 
твердосплавну циліндричну 
насадку.

Для UV-гелю або нігтів із покриттям використовуйте ковпачок 
240 грит чи алмазну циліндричну насадку.

Під час обробки можна завершувати один ніготь повністю або 
виконувати кожен етап одразу на всіх нігтях. Оберіть зручну 
послідовність роботи.

Надійно зафіксуйте палець, відтягуючи бічні валики від нігтьової 
пластини.
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CARBIDE BARREL240 GRIT BAND DIAMOND BARREL

ACRYLIC UV GEL ACRYLIC UV GEL WRAPPED

Умовно поділіть ніготь на три зони:

1 - кутикула
2 - середина
3 - кінчик і вільний край

Обробляйте кожну зону відповідною 
частиною насадки.

КУТИКУЛА
На низькій швидкості поступово стоншуйте 
матеріал у зоні кутикули верхньою частиною 
насадки. Щоб уникнути перегрівання, тримайте 
ручку паралельно до поверхні та відтягніть шкіру 
пальцем за потреби.
Працюйте повільно, рухаючись з одного боку в 
інший, потім відводьте насадку. Не переміщуйте її 
безперервно зліва направо по нігтю.

СЕРЕДИНА
Обробляйте всю поверхню, за потреби 
стоншуючи матеріал і згладжуючи нерівності. 
Постійно переміщуйте насадку, щоб не 
затримуватися надто довго на одній ділянці.

КІНЧИК І ВІЛЬНИЙ КРАЙ
Злегка нахиліть ніготь, щоб сформувати 
плавний вигин до кінчика вільного краю.

У центральній зоні та на кінчику можна 
виконувати рухи насадкою з боку в бік, не 
втрачаючи контакту з нігтем. Регулярно 
відводьте її, щоб уникнути перегрівання.

Регулярно оглядайте ніготь збоку, щоб 
перевірити, чи не залишилися нерівності біля 
краю матеріалу. Поступово зводьте матеріал 
нанівець, щоб уникнути помітного переходу, не 
торкаючись натурального нігтя.

НАРОЩУВАННЯ НІГТІВ
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Кожен ніготь перевіряйте з кількох ракурсів, щоб поверхня була 
рівною. За наявності нерівностей обережно обробіть відповідну 
ділянку. Переконайтеся, що матеріал не надто товстий, а 
поверхня не має горбиків чи переходів.

Перевірте, щоб у зоні навантаження, де починається вільний край, 
матеріал не був надто тонким. За потреби нанесіть додатковий шар 
і повторіть обробку.

1

1

DIAMOND FOOTBALL DIAMOND CONE

ВИГЛЯД ЗБОКУ

Огляньте ніготь з обох боків. Профіль має 
утворювати плавний вигин із найвищою точкою 
по центру, що м’яко звужується до кутикули без 
різких переходів.

ВИГЛЯД СПЕРЕДУ

Дивлячись на ніготь з торця, переконайтеся, 
що C-вигин рівний, а найвища точка 
розташована по центру.
Нахиляйте ніготь вгору та вниз, перевіряючи 
верхній профіль на нерівності.

ВИГЛЯД ЗВЕРХУ

Подивіться прямо на поверхню нігтя та трохи 
поверніть його, щоб у світлі стали помітні 
можливі дефекти.

Перевірте наявність горбиків, пласких 
ділянок і дефектів поверхні.

НИЖНЯ ЧАСТИНА
Для обробки під нігтем використовуйте 
алмазну краплеподібну або конусну 
насадку, оскільки в цій зоні знаходиться 
натуральний ніготь.

НЕ використовуйте твердосплавну насадку.

На низькій або середній швидкості легко 
обробіть ділянку під вільним краєм, щоб 
видалити залишки матеріалу та вирівняти 
форму.

Переконайтеся, що нижня частина рівна та гладка. Перевірте 
вільний край і нижню поверхню на гострі краї чи необроблені 
ділянки. Видаліть залишки матеріалу та клею.

Після перевірки кожного нігтя порівняйте їх між собою, щоб 
переконатися в однаковій довжині й формі.

ЗАВЕРШЕННЯ
Коли форма нігтя вас влаштовує, обов’язково 
згладьте край білим полірувальним блоком 
перед переходом до полірування.

НАРОЩУВАННЯ НІГТІВ
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ПОЛІРУВАННЯ
Полірування це завершальний 
етап нарощування. Перед 
використанням полірувальних 
насадок обробіть поверхню 
дрібнозернистою алмазною 
насадкою та/або 
шліфувальним ковпачком.

Існує багато матеріалів для полірування, але всі вони призначені 
для надання нігтям блиску. Завжди працюйте на низькій 
швидкості, оскільки насадки можуть швидко нагріватися.
Під час використання довговорсової насадки спочатку 
застосовуйте її, а потім перейдіть на фетрову або бавовняну 
конусну насадку. Або використовуйте фетрову чи бавовняну 
насадку протягом усієї процедури.

ACRYLIC ACRYLIC UV GEL
WRAPPED
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NAIL
BUFFING

PASTE

FELT CONE BUFFERLONG HAIR BUFFER BUFFING PASTE CARBIDE BARREL DIAMOND BARREL

Нанесіть невелику кількість полірувальної 
пасти на кожен ніготь.
Розподіліть пасту по поверхні легкими 
круговими рухами. Не натискайте та часто 
відводьте насадку, щоб уникнути перегрівання.

Перейдіть на фетрову або бавовняну конусну 
насадку. Обробіть увесь ніготь, а також ділянку 
під і навколо вільного краю, щоб поверхня була 
гладкою.
ПРИМІТКА: Якщо після полірування залишилися 
подряпини, повторно обробіть поверхню дуже 
дрібнозернистим ковпачком або алмазною 
насадкою, після чого знову поліруйте.

Після нарощування можуть з’явитися 
відшарування, помітні як непрозорі ділянки. Їх 
потрібно видалити, щоб уникнути потрапляння 
води під матеріал і появи цвілі на нігтьовій 
пластині.

Нахиліть ручку та краєм насадки виконайте 
невеликий зріз за відшарованою ділянкою. 
Зазвичай вона легко відокремлюється.

Продовжуйте, доки не видалите весь 
відшарований матеріал. НЕ обробляйте 
насадкою безпосередньо відшаровану ділянку, 
оскільки це може посилити відшарування.

ПРИМІТКА: Регулярно видаляйте пил, оскільки 
він може накопичуватися по краю матеріалу та 
бути схожим на відшарування.

ВИДАЛЕННЯ ВІДШАРУВАНЬ
Для акрилу: використовуйте верхній 
ріжучий край твердосплавної або алмазної 
циліндричної насадки середньої 
абразивності.
Для UV-гелю та нігтів із покриттям зі 
смоли: використовуйте верхній ріжучий 
край алмазної циліндричної насадки 
середньої абразивності.

НАРОЩУВАННЯ НІГТІВ



КОРЕКЦІЯ 
НАРОЩУВАННЯ
	



Для UV-гелю чи покриття: ковпачок 240 грит або алмазна 
насадка середньої абразивності.
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CARBIDE BARREL240 GRIT BAND DIAMOND BARREL

У міру відростання натурального нігтя між 
кутикулою та матеріалом утворюється 
проміжок, тому потрібна корекція. Зазвичай її 
виконують приблизно через 2 тижні після 
першого нанесення та кожні 2–3 тижні надалі. 
Підготуйте нігті відповідно до типу матеріалу.

За потреби вкоротіть довжину ковпачком 180 
грит. Не формуйте нігті електричною пилкою.

Перевірте зону кутикули на відшарування, 
повітряні кишені або бульбашки. Такі ділянки 
виглядають каламутними. Див. розділ 
«ВИДАЛЕННЯ ВІДШАРУВАНЬ».

Злегка нахиліть ніготь і, тримаючи ручку 
паралельно до поверхні, поступово зведіть 
матеріал до натурального нігтя. 
Використовуйте опорний палець, часто 
відводьте насадку та НЕ обробляйте 
натуральний ніготь.

Після вирівнювання зони біля кутикули зніміть 
приблизно половину товщини старого 
матеріалу по всій поверхні, щоб підготувати її 
до нового шару.

Регулярно видаляйте пил і перевіряйте ніготь 
збоку: край матеріалу має бути плавно 
зведений, без нерівностей. Нанесіть новий 
матеріал згідно з інструкцією для акрилу, гелю 
або покриття.

Після повного затвердіння обробіть всю 
поверхню для завершення роботи, див. розділ 
«ОБРОБКА ВЕРХНЬОЇ ПОВЕРХНІ». Потім 
відполіруйте нігті до потрібного блиску, див. 
розділ «ПОЛІРУВАННЯ».

НАРОЩУВАННЯ НІГТІВ
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ФОРМУВАННЯ ЛІНІЇ ПОСМІШКИ
Електрична пилка підходить для 
формування чіткої лінії посмішки під час 
корекції «рожеве та біле».
Для акрилу використовуйте верхній ріжучий 
край твердосплавної насадки.
Для UV-гелю - верхній ріжучий край 
алмазної насадки середньої абразивності.
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Вимийте та висушіть руки, підготуйте нігті 
відповідно до типу матеріалу.

За потреби вкоротіть нігті шліфувальним 
ковпачком 180 грит.

Див. розділ «СКОРОЧЕННЯ ДОВЖИНИ».

Стоншіть матеріал по всій поверхні нігтя. На 
цьому етапі зніміть приблизно чверть шару.

Олівцем намалюйте нову лінію посмішки на 
кожному нігті.

ПОРАДА: Для формування рівної дуги можна 
використовувати шаблон, наприклад форму 
для акрилових нігтів.
Перевірте всі лінії посмішки разом - вони 
мають бути рівними та правильно 
розташованими.

Верхнім краєм твердосплавної циліндричної 
насадки проріжте лінію посмішки в матеріалі на 
кінчику нігтя. Це один із небагатьох випадків, 
коли насадку можна нахиляти до нігтя для 
створення чіткої лінії. Тримайте інструмент 
приблизно під кутом 45°. Використовуйте 
опорний палець для контролю. Не поспішайте.

Спочатку може бути зручніше сформувати 
лінію у три етапи: правий край, лівий край, 
потім центр. Після цього скоригуйте вигин.

Коли лінія посмішки сформована, тримайте 
насадку паралельно до поверхні та зніміть 
приблизно три чверті товщини матеріалу на 
кінчику.

За потреби доопрацюйте лінію посмішки 
невеликою алмазною циліндричною насадкою 
на низькій швидкості для точнішого результату.

Повторіть процедуру на кожному нігті. Після стоншення матеріалу 
на всіх десяти нігтях видаліть пил і порівняйте їх для перевірки 
рівності.

Тепер можна продовжити корекцію рожевим і білим гелем або 
акрилом.

НАРОЩУВАННЯ НІГТІВ
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ЗНЯТТЯ UV-ГЕЛЮ
UV-гель не розчиняється, 
тому його знімають 
спилюванням, залишаючи 
тонкий шар матеріалу. 
Завдяки точності електричної 
пилки процедура проходить 
швидше та безпечніше для 
натуральних нігтів.

ДОГЛЯД ЗА НАРОЩЕНИМИ НІГТЯМИ: 
ПОРАДИ ТА РЕКОМЕНДАЦІЇ
• Регулярно легко обробляйте край нарощування між 
корекціями, щоб видаляти дрібні відшарування та не допускати 
їх збільшення.

• Видаляйте відшарування якомога раніше. Не допускайте 
потрапляння води під матеріал і ретельно висушуйте нігті після 
миття. Волога під покриттям може призвести до появи 
плісняви, що потребує медичного лікування.

• НЕ використовуйте пральні порошки, засоби для миття 
посуду або відбілювач без гумових рукавичок - вони 
пошкоджують нарощування.

• Найчастіша причина відшарувань - недостатня підготовка 
нігтя. Ретельно видаляйте клітини кутикули з нігтьової 
пластини. За потреби використовуйте алмазну конусну насадку 
для обробки бічних валиків.

• Після підготовки НЕ торкайтеся нігтьової пластини, щоб не 
перенести природні олії зі шкіри. Якщо це сталося, повторно 
протріть поверхню знежирювальним засобом.

• Щовечора наносіть олію для кутикули, втираючи її в кутикулу. 
Щонайменше раз на день використовуйте крем для рук.
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CARBIDE BARREL180 GRIT BAND DIAMOND BARREL

Вкоротіть нігті до потрібної довжини.

На середній швидкості обережно спилюйте 
гелеве покриття, залишаючи тонкий шар 
матеріалу.

Будьте особливо уважні: НЕ спилюйте 
натуральний ніготь.

Надайте форму ручною пилкою. Ретельно 
вимийте руки й нігті, щоб видалити пил, який 
може подразнювати шкіру. Нанесіть олію для 
кутикули та зволожувальний засіб.

ПРИМІТКА: Твердосплавні насадки зазвичай 
не використовують для гелю, але для зняття 
вони допустимі.

НАРОЩУВАННЯ НІГТІВ
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ПОВНИЙ ПЕДИКЮР

ПОВНИЙ ПЕДИКЮР
Зберіть усі засоби перед 
початком процедури, щоб не 
шукати інструменти з 
мокрими ногами.
Вам знадобляться: рідина 
для зняття лаку, ватні диски 
або вата, миска з гарячою 
водою, засіб для ванночки, 
скраб, ручна пилка, 
зволожувальний засіб, засіб 
для видалення кутикули, 
апельсинова паличка, 
насадки та електрична пилка.

Перед початком зніміть лак. За потреби вкоротіть нігті ковпачком 
на середній швидкості, після чого вирівняйте край ручною пилкою.
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EMERY STONE CONESTONE ABRADER 240 GRIT BAND

Замочіть стопи у ванночці на 5–10 хвилин.

Дістаньте одну стопу, висушіть її та нанесіть 
засіб для видалення кутикули. Залиште на 3–5 
хвилин, поки перевіряєте наявність огрубілої 
шкіри.

Відсуньте кутикулу та видаліть її надлишки.

Нанесіть скраб на всю стопу й масажуйте 1–2 
хвилини, особливо підошву та огрубілі ділянки.

Поверніть стопу у ванночку, щоб змити скраб, і 
повторіть кроки 1–3 для іншої стопи.

Ретельно висушіть обидві стопи.

ПРИМІТКА: Інструменти для педикюру 
найкраще працюють на сухій шкірі. Перед 
використанням електричної пилки повністю 
видаліть воду та залишки крему.

Кам’яною абразивною або конусною насадкою 
з наждачного каменю видаліть огрубілу шкіру. 
Працюйте короткими рухами або невеликими 
колами на низькій чи середній швидкості, 
регулярно відводячи насадку, щоб уникнути 
нагрівання.
Не видаляйте огрубілу шкіру повністю, інакше 
ділянка може стати чутливою.
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EMERY STONE CONE 180 GRIT BANDПеревірте нігті.

Кам’яною абразивною насадкою видаліть 
огрубілу шкіру навколо нігтя великого пальця.

Кам’яною насадкою або шліфувальним 
ковпачком 240 грит згладьте борозенки на 
нігтях.

Якщо борозенки обробляли кам’яною насадкою 
або ковпачком 240 грит, згладьте поверхню 
кожного нігтя білим полірувальним блоком 
перед поліруванням.

Втирайте невелику кількість полірувальної 
пасти в кожен ніготь до блиску.

Див. розділ «НАТУРАЛЬНІ НІГТІ - 
ПОЛІРУВАННЯ».

Наприкінці зволожте стопи та ноги.

ПРИМІТКА: Перед нанесенням лаку на нігті ніг 
видаліть залишки полірувальної пасти й 
зволожувального засобу рідиною без ацетону.

ВИДАЛЕННЯ МОЗОЛІВ
Якщо під час педикюру потрібно 
видалити мозолі, використовуйте 
спеціальний крем або лосьйон. 
Дотримуйтеся інструкції та не залишайте 
засіб на шкірі довше зазначеного часу. 
Перед використанням електричної пилки 
висушіть ділянку.

Ковпачком 180 грит на середній швидкості 
зніміть верхній шар мозоля.

Часто відводьте насадку, щоб уникнути 
нагрівання.

Перейдіть на ковпачок 240 грит або конусну 
насадку з наждачного каменю для завершення 
обробки.

Не видаляйте мозоль повністю, інакше оголена 
шкіра буде чутливою.

Зволожте ділянку. Регулярне зволоження 
допомагає запобігти повторному утворенню 
мозолів.

ПРИМІТКА: Після використання ретельно 
очищуйте насадки та утилізуйте шліфувальні 
ковпачки.

ПОВНИЙ ПЕДИКЮР
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• Не підчіплюйте відшарований матеріал. Якщо є невелика 
ділянка відшарування, обережно спиляйте її, поки вона не 
збільшилася.
Чому нігті залишаються тьмяними навіть після полірування?

Зазвичай причина - неправильний перехід від грубішої 
зернистості до дрібнішої. Завжди використовуйте білий 
шліфувальний блок між обробкою поверхні та поліруванням.

Полірувальна паста на першому етапі також допомагає досягти 
сильного блиску.

Після кількох корекцій нарощені нігті стали ламкими. Чому?

Причиною може бути мікротріщиноутворення, яке зазвичай 
з’являється після кількох корекцій. Воно виникає через 
використання надто грубих насадок або занадто агресивну 
обробку. Вібрація послаблює матеріал, тому з кожною корекцією він 
може ставати дедалі крихкішим.

Чому я постійно зачіпаю шкіру з боків нігтя?

Це називають «захопленням» і зазвичай виникає через 
неправильне положення руки. Тримайте ручку паралельно до 
робочої поверхні та рухайте пальцем, а не насадкою. Також 
відтягуйте бічні валики від нігтя, щоб шкіра не потрапляла під 
насадку.
Насадка зачіпається за ніготь, і я втрачаю контроль. У чому 
помилка?

Зазвичай причина - надто висока швидкість обертання або 
надмірний тиск. Спочатку зменште швидкість. Якщо це не 
допоможе, збільште її, але натискайте слабше.

Іноді насадка може бути надто гострою. У такому разі працюйте з 
мінімальним натиском.

Чи правда, що електрична пилка пошкоджує нігті?

За правильного використання електричні пилки безпечні. 
Насадки менші та точніші за ручні пилки, тому дають змогу 
працювати акуратніше.

За неправильного використання електрична пилка може пошкодити 
ніготь - найчастіше через спилювання натурального нігтя або надто 
тривалий контакт насадки з поверхнею, що спричиняє нагрівання.

Насадки нагріваються під час роботи. Як цього уникнути?

Нагрівання виникає через тертя об нігтьову пластину. Важливо 
не допускати перегрівання, щоб уникнути пошкодження.
Щоб уникнути цього:

• Привчіть себе відводити насадку від нігтя приблизно щосекунди.

• Не рухайте насадкою вперед-назад, не відриваючи її від нігтя. 
Рухайтеся в одному напрямку, відводьте насадку та повторюйте.

• НЕ натискайте надто сильно. Усі рухи мають бути короткими й 
легкими.

Чому нарощені нігті відшаровуються біля кутикули?

Зазвичай це трапляється через недостатню підготовку нігтя: на 
поверхні залишаються клітини шкіри або природні олії. Перед 
нанесенням матеріалу ретельно зніміть блиск із натурального 
нігтя шліфувальним ковпачком.
Інші можливі причини:

• Дотик до нігтьової пластини після підготовки, через який на 
поверхню потрапляють природні олії.

• Контакт рук і нігтів із мийними засобами, наприклад засобом 
для миття посуду, без рукавичок. Це може пошкодити 
нарощування та спричинити відшарування.

ВІДПОВІДІ НА ВАШІ ЗАПИТАННЯ
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«Вогняні кільця» - що це та як їх уникнути?

Це червоні лінії, які можуть стати помітними лише після 
відростання нігтя. Вони виникають через надмірне спилювання 
натурального нігтя під час стоншення матеріалу біля кутикули.
Часто причиною є використання шліфувального ковпачка в зоні 
кутикули. Вужча алмазна циліндрична насадка забезпечує 
кращий контроль, тому для цієї ділянки рекомендовано 
використовувати саме її.
Щоб уникнути цього:

• Не спилюйте натуральний ніготь. Тримайте ручку паралельно 
до робочої поверхні та злегка нахиляйте ніготь.

• Працюйте з мінімальним натиском і лише трохи нахиляйте 
ніготь, формуючи плавний перехід у зоні кутикули.

• За потреби зменшіть швидкість для кращого контролю.

Якщо «вогняні кільця» з’являються регулярно, потрібно 
вдосконалити техніку роботи. Вони можуть траплятися навіть у 
досвідчених майстрів і зазвичай не є болісними чи незворотно 
шкідливими для відростання нігтя.
Якщо ці ділянки болючі, це свідчить про серйозне неправильне 
використання електричної пилки та можливе значне 
пошкодження нігтьової пластини.

Що таке «гарячі точки»?

Це невеликі почервоніння, схожі на «вогняні кільця», які 
виникають, коли насадка надто довго затримується на одній 
ділянці.«Гарячі точки» частіше з’являються під час ручного 
спилювання, оскільки ручні пилки більші та менш точні, ніж 
електрична пилка. Правильне використання електричної пилки 
допомагає уникнути цього.
Зазвичай вони не є серйозною проблемою, але свідчать про 
пошкодження нігтьової пластини, якого слід уникати.

ВІДПОВІДІ НА ВАШІ ЗАПИТАННЯ СЛУЖБА ПІДТРИМКИ
Якщо у вас виникли запитання, напишіть нам: 

online@riobeauty.com 
Докладніша інформація: www.riobeauty.com
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